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Air purifying appliance
 

(Ref.820126)HA-700

CHARACTERISTICS

DESCRIPTION

 101,9 m2

220 - 240 VAC / 50 Hz

68 W 

14 kg

767,5 x 440 x 330 mm

5 - 30 ºC

820126

Allowing airborne particles of up to 1m.  
Ensures an environment free of allergens, odors and microorganisms
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FEATURES
Ultra-thin particle removal (pm1.0)
Filtration of particles up to 1m. 

Double �ltration 
With a total of 8 �lters installed on both sides of the equipment, 
it guarantees clean air and a higher �ow rate.

Real-time air quality status
PM 2.5 air quality indicator on 4-color LEDs.
Blue - good ( 0-15 μg/m3) | Green - normal ( 16-50 μg/m3) | Yellow - bad ( 51-100 μg/m3) | Red - very bad ( >101 μg/m3) 
 
Double air inlet and multiple discharge structure
The equipment sucks air through the two sides, �lters and distributes it to multiple directions 

Double led ultraviolet (uv)
Ultraviolet radiation damages the DNA of many microorganisms and prevents them from reproducing.
In this way, bacteria, viruses and fungi can be eliminated without leaving residues.

Ion cluster
This mode deploys protons (H+) and oxygen ions (O-) combined with moisture and generator ions.
Ion groups form oh radicals when combined with harmful substances. Due to the oxidizing power of OH, 
the substance is destroyed

Humidity and temperature sensor
Both parameters are monitored for better control of the air quality in the room.
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Electrical power supply
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Order reference 

WLG (B-60326279), has the granting 
the authorization of Operator 
Economic Authorized (OAS), with the 
number ESAEOF18000008U6 and 
date entry into force of the authoriza-
tion 02/13/2018.   

WLG (B-60326279), is a member of 
the Water Quality Association.

WLG (B-60326279) is an Aqua 
partner Spain, belonging this 
association to Aqua Europe 
(Federation of associations European 
nationals). 

The commercialization of water treatment 
equipment and household appliances, as 
well as the design and delivery of 
non-regulated training related to the 
technology of the commercialized 
equipment, are certi�ed and comply with 
the UNE-ISO-9001 standard for WLG 
(B-60326279).


